Permanent elastisk specialforsegling

WEICON Gasket Maker er et staerkt og permanent
elastisk specialforseglingsmiddel, der haerder med
luftfugtighed og praktisk talt uden krympning.

Gasket Maker har en meget god vedhaeftning pa stal,
aluminium, glas, keramik og mange andre materialer.

Gasket Maker har en fremragende temperatur, olie og
fedtresistens, er tryk- og aeldningsbestandig, UV-stabil
og permanent elastisk.

Denne specielle forseglingsmiddel kan bruges pa:

e motorer og vandpumper
e tandhjul og aksler
e oliesummer og i mange andre applikationer.
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Technical data

Basis:

Density (g/cm?):
Viscosity:

Cure type:

Curing condition:

Skin-over time (minutes):*®
Cure speed:*

Gap filling up to max. mm:

Gap width up to max. mm:

Shelf life in months:
+5°C to +25°C (+41 to +77°F)

Shore-A-Hardness
(DIN 53505/ASTM D 2240):

Elongation at break
ISO 37, S3A [%]

Tensile strength
ISO 37, S3A [N/mm?]

Temperature resistance:

Tune Parkvej 5
DK-4030 Tune

Danmark

red black
One-component acetate

1,18 1,04

pasty pasty

by humidity

+5°C to +35°C (+41 to +95°F) and
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3 Normal climate +23°C (+73°F) and 50% relative humidity in accordance with DIN 50014.
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