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S145XLDESCRIPTION

Optical measurement

Software 
Reflex SCAN +

LED status light indicator

Version XL !

One click
measurement

• Optical machine similar to the S145, but in a ultra long version, allowing measurements up to 1’800mm long and 

145mm in diameter.

• Machine delivered fully equipped «Automation Ready» as standard
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902-4148

Sylvac SCAN S145XL

mm 145 1800

mm 0.0001 0.0001

µm 1.5 + (D[mm]/100) µm 1) 4 + (L[mm]/200) µm 1)

µm 0.5 1.0

mm 254 1280

mm/s

kg 100

kg 797

•
•
•

293

S145XL

1) 20° C + 1° C

CH-1400 Yverdon-les-Bains (Suisse)
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Indice Date Nom Modification

A 16.05.2023 joc Chgmnt S145V2, nouv. bras Ergotron et chaine slide plus haute (de 15 à 22mm)

Scan 145 / Scan 145 L avec tables 7:100
Dess.: 02-Nov-23 joc

Modèle:106_000_050{.prt/asm}

Liste de pces selon nomenclature:
-

A2
2/2 SV 106.000.050 A

Matière: -  -  - Chanfreiner:

Article: 106-000-050 Trait. thermiques: -

Masse / Volume: 3474050.883 g Trait. de surfaces: -

Cotes non tolérancées selon SN EN 22768-1 / Classe f (fine),  tolérances indiquées en 1/1000 mm
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DIMENSIONAL DRAWINGS

Optical measurement

TECHNICAL SPECIFICATIONS

Measuring range

Resolution up to

Max. error

Repeatability 2δ

Holding capacity

Axial positioning speed

Headstock

Max. weigth of part

Machine’s weight

Diameter Length

STANDARD DELIVERY

Rotary headstock for static and dynamic measurements

Up to 160

Instrument according to technical specifications

Adapter for Morse 2 (902-6260)

Computer with screen, keyboard and mouse

Manual

Windows multilingual operating system

Sylvac Reflex SCAN Software +

Accessories 902-6210, 902-6380 & Machine stand, with screen & keyboard holder




