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InductIve sensors

hIgh pressure
best performance In hIgh pressure envIronments



InductIve  BASIc  MInIAtuRe  eXtReMe  eXtRA PReSSuRe  HIGH PReSSuRe  eXtRA teMPeRAtuRe  HIGH teMPeRAtuRe  WASHdOWn  AnAlOG OutPut  Weld-IMMune  SPecIAl  ecO

Your

advantages

ü  Most reliable sensor in  

hydraulic and high 

pressure environments

ü  Highest peak and operating  

pressure on the market

InductIve sensors 
hIgh pressure
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Hydraulic
equipMent

concrete 
puMps

high pressure
vIbratIon, shock and pressure 
resIstant

injection 
Molding

high pressure
precIse end-posItIon control for 

best results

high pressure
longest lIfetIme In pressure 
envIronments

Hydraulic 
valves

high pressure
valve posItIon monItorIng 
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  technIcal values
 Rated operating distances from Sn 0.8 

to 3 mm
 Fast and reliable switching
 Sizes from M5 to M14

  extra dIstance technologY
Increased stabIlItY for exceptIonallY 
long operatIng dIstance

 Long operating distances
 High switching frequencies
 Outstanding temperature stability

  poWerful contrInex asIc
from the World leader In sensor asIc 
technologY

 Guaranteed operating distances
 Quick installation due to minimal variation 

between sensors
 Excellent temperature compensation
 Longer lifetime especially in applications 

with temperature changes and vibrations

  hIghest operatIng pressure
on the market
outstandIng performance

 1000 bar peak pressure (14,510 psi)
 500 bar operating pressure (7255 psi)
 Fast installation, easy set-up

  most relIable hIgh
pressure resIstant sensor
patented technologY

 Longest lifetime under pressure cycles
 Thick ceramic face for pressure resistance
 Vibration and shock resistant
 Patented shrink technology with inert  

metal sealing

ourstrengths
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part reference art.  no. ∅ operatIng dIstance (mm) connectIon

DW-AD-503-P5 320-520-915 M5 1 Cable

DW-AV-503-P5-276 320-520-919 M5 1 Pigtail

DW-AD-503-P8 320-520-903 M8 1.5 Cable

DW-AS-503-P12 320-520-715 M12 1.5 M12

DW-AS-503-P12-621 320-520-719 M12 1.5 M12

DW-AS-503-P12-622 320-520-723 M12 1.5 M12

DW-AS-503-P12-627 320-520-731 M12 1.5 M12

DW-AS-503-P12-630 320-520-735 M12 1.5 M12

DW-AS-504-P12-630 320-520-736 M12 1.5 M12

DW-AS-503-P12-635 320-520-739 M12 1.5 M12

DW-LS-703-P12G 320-420-557 M12 1.5 M12

DW-AD-503-P20 320-120-045 M14 3 Cable

DW-AS-501-P20 320-120-118 M14 3 M12

DW-AS-503-P20 320-120-040 M14 3 M12

co
nn

ec
tI

ng
  

ca
bl

es

part reference art.  no. sIZe pIns confIg. materIal length
 S12-4FUG-020 623-100-052 M12 4 straight PUR 2 m

 S12-4FUG-050 623-100-032 M12 4 straight PUR 5 m

 S12-4FUW-020 623-100-054 M12 4 right angle PUR 2 m

 S12-4FUW-050 623-100-033 M12 4 right angle PUR 5 m


