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(Moving Column Machinel) 

TECHNICAL FEATURES 

 

Serial Nº 785225 

X Travel (mm) 7.000  

Z Travel (mm) 3.000 

Y Travel (mm) 1.750 

Control Unit HEIDENHAIN TNC 7 24” 

Spindle Motor Direct Motor 60 kW 

Working table Configurable according to customer´s needs 

MILLING HEAD  

CAC 2 (MILLING HEAD CHANGE) prepared for 5-axis heads 

1st MILLING HEAD UAD(Auto-indexable) 

 

Tool Taper ISO 50 BIG PLUS 

B axis indexing 0.02° 

C axis indexing 0.02° 

Max. Speed (S1) 6.000 rpm 

Max. Torque (S1) 1.550 Nm 

Max. Power (S1) 60 Kw 

Clamping force: 22.000 Kg 

Tool clamping force: 2.500 Kg 

Working torque of milling head 

bodies: 
64.000 Nm 

EQUIPMENT    

▪ Extra-large operator's cab, liftable 1,400 mm. ▪ Internal + external air flow through the tool 

▪ Different ATC options available. ▪ 1 Coolant gun 

▪ External and internal cooling configurable according to 

customer needs. 
▪ CE-Splash Guard 

▪ Tool and part probes available ▪ Correa Teleservice 

▪ Chip conveyors. ▪ Vixion 4.0 – Correa Connected Machine. 

Delivery Date: 4 Months 
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