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Hydraulic system failures cause 35% to 65% of all
mobile equipment downtimes – a great part of which
due to relatively simple and cheap hydraulic hoses.

Each hose assembly will eventually fail, it’s just a matter of when.
And when it finally happens then the race against time begins!

DownTime =

Think and decide YOURSELF:
·  Does your machine downtime cause important money and time 

losses to you?
· Do you have to travel far to the nearest hose service workshop?
· Do you need to wait for replacement hose assemblies?
· Do you need to replace a hose assembly weekly or even daily?
·  Do you need to replace defective hose assemblies at nights, 

weekends and holidays?

If your answer is „yes“ to any of these questions, then 
the Parkrimp® No-Skive system is the problem solver!

Replacement by a hose assembly purchased from a
nearby 3rd party hose workshop

4 to 24
hours 

Acquisition costs of such a spare hose assembly 100% 
On-site replacement by a 3rd party mobile service

2 to 4
hours 

Acquisition costs of such a spare hose assembly 300% 
On-site replacement with a hose assembly made
by YOURSELF with the Parkrimp® No-Skive equipment!

1 to 2
hours 

Acquisition costs of such a spare hose assembly 70% 



STAMP
There are 5 main parameters you 
should know before you crimp a 
spare hose assembly:

Media 
If your hydraulic system uses flu-
ids other than standard hydraulic 
oil, always check its compatibility 
with the hose. 

Size 
The hose size has to be big 
enough to prevent pressure 
losses, overheating or damage of 
the hydraulic system.

Pressure 
The hose assembly working 
pressure must always be equal 
or higher than the real pressure in 
the system incl. all peaks, surges, 
spikes and pulses coming from 
the application! 

The pressure resistance is given 
by the weakest “link in the chain” 
– don’t forget to check the work-
ing pressure of fittings too!

Temperature 
Standard working temperature 
for hydraulic hoses is -40 °C to 
+100 °C (or +125 °C). If your 
hose works with medium, lower 
or higher temperatures, select a 
special type, whether rubber or 
thermoplastic.

Application
Hydraulic hoses work in complex 
circumstances which no sim-
ple parameters can sufficiently 
describe. 

1. Push the hose all the way into the coupling. 
Place the hose next to the fitting shell and 
mark the length of the shell onto the hose – 
(lubricate hose end if necessary) push hose 
into the fitting until the mark on the hose is 
even with the end of the shell.

2. Pull pin and drop hinged die-train in place. 
Pay attention to die segment location.

3. Insert fitting into the dies.  
Release, fitting will self position.

5. Position cylinder and replace pin.  
Pump until die ring contacts base plate.

4. Place die ring on top of the dies.

6. Release pressure  
– remove finished assembly. 
Please check the crimp diameter.

It’s so easy to crimp 
Parkrimp® No-Skive 
Hose and Fittings

You can watch a demo video on 

youtu.be/ZiCrrYWX1as 

Please visit us also at  

www.easy-crimping.com



KarryKrimp® 1 and KarryKrimp® 2 
Crimping Presses
Portable easy-to-use hose assembly machines;  
an optimal alternative for your own assembling of 
a wide range of Parker No-Skive hose and fittings. 

Ideal for
small workshops, 
repair shops and
mobile service vehicles.

Dimensions H 760 x W335 x D 330 mm
Weight 28 kg

•	 Available	in	modular	design	for	both	portable	
and bench mount use 

•	 Used	with	a	hand	pump	or	with	air-hydraulic	
 or electrical pumps 
•	 Parkalign® for correct fitting positioning and 
 pivoting pusher for easy die exchange 
•	 Increased	height	for	long	elbow	fittings

Parkrimp®No-Skive
the problem solver for 
Your DownTime

Please visit us also at  
www.easy-crimping.com 

82CE-061L 85CE-061L

1 and 2 steel wire hose 
up to size -20

Textile braided hose 
up to size -20

The KarryKrimp® 1 crimps the 
following hose types

The KarryKrimp® 1 is not suitable for 
multispiral hoses, 2-piece fittings,  
stainless steel fittings and serial 
production of hose assemblies in 
size -12 and above

Fitting Series
26, 46, 48

1 and 2 steel wire hose 
up to size -20

Textile braided hose 
up to size -20

3 steel wire braided hose 
up to size -16

4 layer multispiral hose 
up to size -16

Compact spiral hose 
up to size -12

The KarryKrimp® 2 crimps the 
following hose types with both 
steel and stainless steel fittings

Fitting Series
26, 46, 48, 70, 71, 73, 77, 78

The KarryKrimp® 2 is not suitable 
for 2-piece fittings.

Dimensions H 805 x W 340 x D 350 mm 
Weight 46 kg

The part numbers 82CE-061L and 85CE-061L 
include each crimp head, stand assembly, hose 
assembly for the pump and two die rings.



•	 Mistake-proof	crimping	
diameter setup

•	 A	chain	link	keeping	
 the segments together 
 - no loss, mismatch 
 or misplacement

•	 Ideal	360°	round	crimp	 
for longer impulse life

•	 Easy	selection	by	color

Bench-mounted crimper for all Parkrimp® No-Skive 
hose types from size -4 up to size -32,  
including 4 and 6 layer multispiral hoses

The Parkrimp® 2 crimps the following hose types 
with both steel and stainless steel fittings.

1 and 2 steel wire hose 
up to size -32

Textile braided hose 
up to size -32

3 steel wire braided compact hose 
up to size -16

4 and 6 layer multispiral hose 
up to size -32

Compact spiral hose 
up to size -16

Fitting Series
26, 46, 48, 70, 71, 73, 
76, 77, 78, 79, S6

Parkrimp® 2 bench-mounted, with power unit,
adaptor bowl, die ring, but without die sets, 
connector plug and oil

Electrical power 400 V / 4.4 kW / 8.9 A / 50 Hz
Dimensions H 1170 x W 530 x D 985 mm
Weight without packaging 370 kg

with packaging  430 kg
Part Number 83CE-083U

Parkrimp® 2 Crimping Press 
83CE-083U

Ideal for
workshops and repair 
shops.

Parkrimp®No-Skive
the problem solver for 
Your DownTime

Parkrimp®   
Colour-Coded 
Die Sets

Hose 
I.D. Die sets

Part Number
26 

 series
46  

 series
48  

 series
70  

 series
71  

 series
73/78/79  
 series

76  
 series

77  
 series

S6  
 seriessize DN

-4 6

red

80C-E04 80C-B04 80C-C04

-5 8

violett

80C-E05 80C-B05 80C-C05

-6 10

yellow

80C-E06 80C-B06 80C-C06 83C-D06 83C-D06

-8 12

blue

80C-E08 80C-B08 80C-C08 83C-D08 83C-D08 80C-CS08

-10 16

orange

80C-E10 80C-B10 80C-C10 83C-D10 83C-D10 80C-CS10

-12 20

green

80C-E12 80C-B12 80C-C12 83C-D12 83C-D12
83C-L12 

or 
80C-L12

83C-U12 80C-CS12

-16 25

black

80C-E16 80C-B16 80C-C16
83C-D16 

or 
83C-D16H

83C-D16 
or 

83C-D16H

83C-L16 
or 

80C-L16
83C-U16 83C-CS16

-20 32

white

83C-E20 80C-B20
80C-C20 

or 
83C-C20H*

83C-D20 
or 

83C-D20H*
83C-L20 83C-CS20

-24 40

red

83C-E24 83C-C24 83C-D24 83C-L24

-32 50

green

83C-E32 83C-C32 83C-D32 83C-L32 83C-L32

Parkalign® for correct fitting positioning 
and pivoting pusher for easy die exchange

The Parkrimp® 2 is not suitable 
for 2-piece fittings.



Hand Pump Hand Pump

Pumps

82C-2HP
For use with  
Karrykrimp® 1

85CE-0HP
For use with KarryKrimp® 1 
and KarryKrimp® 2

Working pressure max.	70	MPa
Dimensions L 530 x W 121 x H 178 mm
Weight 4.1 kg
Usable	oil	capacity 900 ccm
Lever force 42 kg

Working pressure max.	70	MPa
Dimensions L 560 x W 150 x H 180 mm
Weight 10.7 kg
Usable	oil	capacity 2200 ccm
Lever force 35 kg

Part Number 82C-2HP Part Number 85CE-0HP

Turbo air pump Power pump
85C-0AP
For use with KarryKrimp® 
1 and KarryKrimp® 2

82CE-0EP
For use with KarryKrimp® 1 
and KarryKrimp® 2

Working pressure 70	MPa
Dimensions L 350 x W 170 x H 210 mm
Weight 8.2 kg
Usable	oil	capacity 2080 ccm
Connection air 1/4-18 NPTF thread

Working pressure 70	MPa	with	3/2	hand	valve
Dimensions L 244 x W 244 x H 362 mm
Weight 10.0 kg
Usable	oil	capacity 1900 ccm
Connection 230 V / 50/60 Hz / 10 A

Part Number 82CE-0EPPart Number 85C-0AP

Air Hydraulic pump Bench	Power	Unit
85CE-XAM 
For use with KarryKrimp® 1 
and KarryKrimp® 2
Optional:	Manual	lever  
85CE-XA-LK1

85CE-1PE
For use with KarryKrimp® 1
and KarryKrimp® 2 for 
workshop versions 
for faster cycle times, 
increased productivity 
and increased height for 
longer elbows or bent tube 
fittings. 

Working pressure 70	MPa
Dimensions L 351 x W 260 x H 152 mm
Weight 8.8 kg
Usable	oil	capacity 1000 ccm
Connection air: 1/4-18 NPTF female

oil: 3/8-18 NPTF female; 90° swivel

Working pressure 70	MPa
Dimensions L 425 x W 525 x H 460 mm
Weight 62 kg
Usable	oil	capacity 8000 ccm 
Electrical power 230 V / 50/60 Hz / 10 A

Part Number 85CE-XAM Part Number 85CE-1PE

for KarryKrimp® 1 and 2



Hose Cutting Hose Cutting
TH 3-2-12VDC
(portable 12 V)
Cuts 1 and 2 steel 
wire or textile 
braided hoses 
up to size -20; 
4 steel wire 
multispiral hoses 
up to size -16

EM 10.P
(portable 220 V) 
Cuts 1 steel wire or textile 
braided hoses up to size -16; 
2 steel wire braided hoses up 
to size -12

Electric motor circular saw motor 230 V
Electrical power 50/60 Hz / 1200 W / 6100 rpm
Electrical insulation according VDE KI.II 0740
Radioshielding according VDE 0875
Cutting blade 160 x 2.5 x 20 mm (HSS)
Dimensions L 360 x W 340 x H 310 mm
Weight 8 kg

Electric motor 12 V / 2.4 kW
Cutting blade 250 x 2 x 40 mm
Dimensions W 567 x D 470 x H 365 mm
Weight 30 kg

Part Number EM 10.P

Part Number TH3-2-12VDC

Hose Cutting
TH 3-2
Cuts 1 and 2 steel wire or 
textile braided hoses up to 
size -32; 4 steel wire multispiral 
hoses up to size -20; 

Part Number TH3-2

Electrical power 400 V / 3.8 kW / 50 Hz
Exhaust system Ø 50 mm
Cutting blade 275 x 3 x 30 mm
Dimensions L 540 x W 430 x H 300 mm

       with hand lever H 750 mm
Weight 49 kg

Other 
Basic Hose  
Workshop 
Equipment

Hose Cutting
TH 3E-82M  
Cuts 1 and 2 steel 
wire or textile 
braided hoses up to 
size -32;  
4 steel wire 
multispiral hoses up 
to size -32; industrial hoses up to size -64

Electric motor 4.6 kW
Cutting blade G400 x 4 x 30 mm
Dimensions W 693 x D 940 x H 485 mm
Weight 110 kg

Part Number TH 3E-82M

For	the	other	equipment	please	ask	for	our	catalogue	CAT/4400/UK	or	contact	your	nearest	Parker	
distributor via www.easy-crimping.com.

Marking

TH 4-8
TH 4-7

Colour zinc plated
Dimensions L 500 x W 200 x H 500 mm
Weight 28 kg

Colour zinc plated
Air pressure min.	0.6	MPa
Dimensions L 500 x W 380 x H 500 mm
Weight 35 kg

Part Number (manual) TH4-8

Part Number (pneumatic) TH4-7

TH 4-8 and TH 4-7  
Manually	or	pneumatically	
driven; suitable for marking all 
1- and 2-piece fittings series up 
to size -32

Air pressure min.	0.55	MPa
max.	0.75	MPa

Air connection 1/2“ I.D. air hose
Dimensions L 407 x W 134 x H 343 mm
Weight 4 kg

Part Number (manual) TH 6-10-EL-7

Ultra Clean Kit TH 6-10-EL-7 
Removes contaminants from 
inside hose assemblies
Ultra	Clean	Kit	TH	6-10-EL-7
with case, launcher in size 
-20, nozzles in size -4, -6, -8, 
-10, -12, -16 and -20 (1 each) 
Cleaning hoses  
size -4 up to size -20 Economy Kit 

TH6-10-EL-7

Cleaning



Parker Hannifin Ltd.  
Tachbrook Park Drive
Tachbrook Park, 
Warwick, CV34 6TU
United Kingdom 
Tel.: +44 (0) 1926 317 878 
Fax: +44 (0) 1926 317 855
parker.uk@parker.com
www.parker.com

Europe, Middle East, Africa
AE – United Arab Emirates, 
Dubai 
Tel:  +971 4 8127100 
parker.me@parker.com

AT – Austria, Wiener Neustadt 
Tel:  +43 (0)2622 23501-0 
parker.austria@parker.com

AT – Eastern Europe, Wiener 
Neustadt 
Tel: +43 (0)2622 23501 900 
parker.easteurope@parker.com

AZ – Azerbaijan, Baku 
Tel: +994 50 2233 458 
parker.azerbaijan@parker.com

BE/LU – Belgium, Nivelles 
Tel: +32 (0)67 280 900 
parker.belgium@parker.com

BG – Bulgaria, Sofia 
Tel: +359 2 980 1344 
parker.bulgaria@parker.com

BY – Belarus, Minsk 
Tel: +375 17 209 9399 
parker.belarus@parker.com

CH – Switzerland, Etoy 
Tel: +41 (0)21 821 87 00  
parker.switzerland@parker.com

CZ – Czech Republic, Klecany 
Tel: +420 284 083 111 
parker.czechrepublic@parker.com

DE – Germany, Kaarst 
Tel: +49 (0)2131 4016 0 
parker.germany@parker.com

DK – Denmark, Ballerup 
Tel: +45 43 56 04 00 
parker.denmark@parker.com

ES – Spain, Madrid 
Tel: +34 902 330 001 
parker.spain@parker.com

FI – Finland, Vantaa 
Tel: +358 (0)20 753 2500 
parker.finland@parker.com

FR – France, Contamine s/Arve 
Tel: +33 (0)4 50 25 80 25 
parker.france@parker.com

GR – Greece, Athens 
Tel: +30 210 933 6450 
parker.greece@parker.com

HU – Hungary, Budaörs 
Tel: +36 23 885 470 
parker.hungary@parker.com

IE – Ireland, Dublin 
Tel: +353 (0)1 466 6370 
parker.ireland@parker.com

IT – Italy, Corsico (MI) 
Tel: +39 02 45 19 21 
parker.italy@parker.com

KZ – Kazakhstan, Almaty 
Tel: +7 7273 561 000 
parker.easteurope@parker.com

NL – The Netherlands, Oldenzaal 
Tel: +31 (0)541 585 000 
parker.nl@parker.com

NO – Norway, Asker 
Tel: +47 66 75 34 00 
parker.norway@parker.com

PL – Poland, Warsaw 
Tel: +48 (0)22 573 24 00 
parker.poland@parker.com

PT – Portugal, Leca da Palmeira 
Tel: +351 22 999 7360 
parker.portugal@parker.com

RO – Romania, Bucharest 
Tel: +40 21 252 1382 
parker.romania@parker.com

RU – Russia, Moscow 
Tel: +7 495 645-2156 
parker.russia@parker.com

SE – Sweden, Spånga 
Tel: +46 (0)8 59 79 50 00 
parker.sweden@parker.com

SK – Slovakia, Banská Bystrica 
Tel: +421 484 162 252 
parker.slovakia@parker.com

SL – Slovenia, Novo Mesto 
Tel: +386 7 337 6650 
parker.slovenia@parker.com

TR – Turkey, Istanbul 
Tel: +90 216 4997081 
parker.turkey@parker.com

UA – Ukraine, Kiev 
Tel +380 44 494 2731 
parker.ukraine@parker.com

UK – United Kingdom, Warwick 
Tel: +44 (0)1926 317 878 
parker.uk@parker.com

ZA – South Africa, Kempton Park 
Tel: +27 (0)11 961 0700 
parker.southafrica@parker.com

North America
CA – Canada, Milton, Ontario 
Tel: +1 905 693 3000

US – USA, Cleveland  
Tel: +1 216 896 3000

Asia Pacific
AU – Australia, Castle Hill 
Tel: +61 (0)2-9634 7777

CN – China, Shanghai 
Tel: +86 21 2899 5000

HK – Hong Kong 
Tel: +852 2428 8008

IN – India, Mumbai 
Tel: +91 22 6513 7081-85

JP – Japan, Tokyo 
Tel: +81 (0)3 6408 3901

KR – South Korea, Seoul 
Tel: +82 2 559 0400

MY – Malaysia, Shah Alam 
Tel: +60 3 7849 0800

NZ – New Zealand, Mt Wellington 
Tel: +64 9 574 1744

SG – Singapore 
Tel: +65 6887 6300

TH – Thailand, Bangkok 
Tel: +662 186 7000-99

TW – Taiwan, Taipei 
Tel: +886 2 2298 8987

South America
AR – Argentina, Buenos Aires 
Tel:  +54 3327 44 4129

BR – Brazil, Sao Jose dos Campos 
Tel: +55 800 727 5374 

CL – Chile, Santiago 
Tel: +56 2 623 1216

MX – Mexico, Toluca 
Tel: +52 72 2275 4200

Your local authorized Parker distributor
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