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Universal pocket caliper „Pocket Talent“ IPIP 6767

DIN
862p p „

Model

• Stainless steel
• Protection class IP67
• Factory standard
• LCD display 7.5 mm
• For internal and external 

measurements
• Individually adaptable on 

problematic tasks through 
measuring inserts with 
thread M2.5

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point 
• mm / inch switching
• PRESET-Function (setting a 

numerical value)
• Variable data output RS232 

+ Digimatic + USB

Delivery

• Wooden box
• Setting standard

Measuring range Jaw length Reading Order. No.
mm inch mm mm inch

0 - 150 0 - 6 40 0.01 .0005 601216 001

5 Measuring inserts included

Setting standard
included!

The all-round talent that can be used for internal and external measurements.
It can be combined with all common types of measuring inserts for indicators with a 
standard M 2.5 thread. Therefore, the small universal caliper from 
HELIOS • PREISSER offers you virtually unlimited measurement applications.

5 mm

SET PRICE

4.439 NOK

0710177 0710161 0710166 0710167 0710163

Measuring range Jaw length Reading Order. No. Price
mm inch mm inch mm NOK

0 - 300 0 - 12 90 3.5 0.01 6601348 722 7.109
0 - 500 0 - 20 100 4.0 0.01 6601348 728 9.109

Universal calipers

Model & Functions

• Similar to the Pocket Talent
• IP65

for internal  
measurement

for external 
measurement

Delivery

• Wooden box
• Without measuring inserts

For more measuring inserts
with thread M 2.5 see  
pages 135 - 138 in the  
main catalogue

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

Calibration for Pocket Talent and Universal calipers only includes the basic device without any inserts. 



Delivery

• Plastic case
• Certificates for both calipers

included
• Both calipers either with

round or rectangular depth
gauge
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DIGI-MET® Pocket calipers IP67 DIN
862

Measuring range Jaw length Reading Depth gauge Order. No. Price Order. No. Price
mm inch mm inch mm inch NOK IP67 NOK
150 6 40 1.6 0.01 .0005 round 1.5 mm 1320 416 1.127 1326 416 1.499
150 6 40 1.6 0.01 .0005 rect. 1320 417 1.127 1326 417 1.499
200 8 50 2.0 0.01 .0005 rect. - 1326 418 2.782
300 12 65 2.5 0.01 .0005 none - 1326 422 3.524

Model

• Measuring system is insensitive to
cooling agents and dust

• Protection class IP 67
• Stainless steel
• LCD display 11 mm
• DIN 862
• Housing and operating keys have

an excellent chemical resistance

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point
• mm / inch switching
• PRESET-Function

(setting a numerical value)

• Locking screw
• Inside cross points
• Four way measurement with

measuring ranges 150 and
200 mm

• Three way measurement with
measuring range 300 mm

Delivery

• Plastic case

Supplied with a calibration certifi
cate

INCLUDES INITIAL CALIBRATION

IPIP 6767

Pocket vernier calipers SOFT - SLIDEPocket vernier calipers SOFT - SLIDE

Model

• Smooth running due to twice lapped
guide surface

• Stainless steel
• Reading parts have a satin chrome

finish
• DIN 862

DIN
862

Measuring range Jaw length Reading Error limit Depth  gauge Order. No. Price
mm inch mm inch mm mm mm NOK

0 - 150 0 - 6 40 1.6 0.05 0.05 rect. 0197 501 382
0 - 200 0 - 8 50 2.0 0.05 0.05 rect. 0197 505 873
0 - 300 0 - 12 60 2.4 0.05 0.05 none 0197 508 1.745

• DIN 862
• Inside cross points
• Low-set master scale
• Four way measurement
• Includes thread table

Delivery

• Imitation leather case

VERY

SMOOTH-RUNNING

PROMOTION 

PRICES
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DIGI-MET® Small depth gauge IPIP 6767DIGI-MET® Small depth gauge

Measuring range Base length Reading Error limit Order. No. Price
mm inch mm mm inch mm NOK
25 1 48 0.01 .0005 0.02 6601375 502 3.227

Model

• Stainless steel
• Protection class IP67
• LCD display 7.5 mm
• Factory standard
• Measuring pin

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point
• PRESET-Function 
   (setting a numerical value)
• mm / inch switching
• Variable data output RS 232 + 

Digimatic + USB

Delivery

• Wooden case

DIGI-MET® Workshop calipers IP65 IPIP 6565

DIN
862

Measuring range Jaw length Reading Error limit Order. No. Price
mm inch mm inch mm inch mm NOK

0 - 300 0 - 12 90 3.5 0.01 .0005 0.03 1342 522 4.896
0 - 500 0 - 20 125 5.0 0.01 .0005 0.03 1342 528 9.038
0 - 800 0 - 31 150 6.0 0.01 .0005 0.04 1342 532 12.512
0 - 1000 0 - 39 150 6.0 0.01 .0005 0.04 1342 534 15.566

Model

• Stainless Steel
• Inductive measuring system, 
    protection class IP65
• DIN 862
• LCD display:
- 10 mm with measuring range 300 mm;
- 12.5 mm from measuring range 500 mm
• Locking screw

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point 
• mm / inch switching
• PRESET-Function 
    (setting a numerical value)
• Variable data output RS232 

+ Digimatic + USB

Delivery

• Wooden case

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

Measuring range up to 2000 mm available upon request



DIGI-MET® Depth gauges IPIP 6767

DIN
862

Measuring range Jaw length Reading Error limit Order. No. Price
mm inch mm mm inch mm NOK
150 6 100 0.01 .0005 0.03 1360 716 4.068
200 8 100 0.01 .0005 0.03 1360 718 4.612
300 12 150 0.01 .0005 0.03 1360 722 5.180
500 20 150 0.01 .0005 0.03 1360 728 5.947
1000 39 250 0.01 .0005 0.04 1360 734 16.938

Model

• Stainless steel
• Protection class IP67
• LCD display 7.5 mm
• DIN 862
• Locking screw
• Straight measuring rod

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point
• mm / inch switching
• Variable data output RS 232 + 

Digimatic + USB

Delivery

• Wooden case
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Measu eading Error limit Order No P

Model

• Stainless steel
• Protection class IP67
• LCD display 7.5 mm
• DIN 862
• Locking screw
• Straight measuring rod

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point
• mm / inch switching
• Variable data output RS 232 + VV

Digimatic + USB

Delivery

• Wooden case

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

Measuring range up to 2000 mm available upon request

DIGI-MET® Offset depth gauges IPIP 6767

Model

• Stainless steel
• Protection class IP67
• LCD display 7.5 mm
•  Factory standard
•  Housing and operating keys  

have an excellent chemical resistance
•  Locking screw

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point
• mm / inch switching
• Variable data output RS 232 + 

Digimatic + USB

Delivery

• Wooden case

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

Measuring range Jaw length Reading Error limit Order. No. Price
mm inch mm mm inch mm NOK
200 8 100 0.01 .0005 0.03 1366 718 5.217
300 12 150 0.01 .0005 0.03 1366 722 6.305
500 20 150 0.01 .0005 0.03 1366 728 7.715
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DIGI-MET® Indicators

Measuring span Resolution Error limit Measuring force Order. No. Price
mm mm inch mm N NOK
12.5 0.01 .0005 0.02 0.5 - 1 1722 502 1.756
12.5 0.005 .0001 0.015 0.5 - 1 1723 502 2.213
12.5 0.001 .00005 0.005 0.5 - 1 1724 502 3.660

1722 502

1723 502

1724 502

Model

• Housing Ø 60 mm
• Replacement probe tip M2.5
• Protection class IP52
• Clamping shank Ø 8 mm
• LCD display with 12 mm high numerals
• Accuracy according to factory standard

Functions

•   ON / OFF 
• QuickStart
• QuickLock (key lock)
• Set to zero at any point 
• Reversal of counting direction
• mm / inch switching
• Individual key lock
• PRESET-Function 
    (setting a numerical value)
• Variable data output RS 232 
+ Digimatic + USB

Dial gauge

Measuring span Scale graduation value Range per rev. Outer ring (Bezel) Order. No. Price
mm mm mm NOK

Shockproof dial gauge, metal housing
10 0,01 1 58 6600701 111 855

Model

• Measuring spindle is made of 
stainless steel 

• Replacement probe tip M 2.5
• Clamping shank Ø 8 mm
• DIN 878

Delivery

• Fitted case

DIN
878

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

PROMOTION 

PRICE
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Measuring 
range

Scale graduation 
value Range per rev. Stylus length Dial reading Outer ring 

(Bezel) Order no. Price

 mm  mm mm mm  Ø mm  NOK
± 0.4 0.01 0.8 14.5 0-40-0 30 0715 101 989
± 0.4 0.01 0.8 14.5 0-40-0 40.5 0715 103 1.113
± 0.25 0.01 0.5 41.2 0-25-0 30 0715 201 1.558
± 0.1 0.002 0.2 14.5 0-100-0 40.5 0715 303 1.397
± 0.1 0.002 0.2 14.5 0-100-0 30 0715 305 1.323
± 0.5 0.01 0.5 32.3 0-50-0 40.5 0715 307 1.978

Model

•  Carbide tipped measuring inserts, Ø 2.0 mm
•  Form A in accordance to DIN 2270
•  Revolving dial
•  3-piece swallow tail guide
•  Automatic reversal of the counting direction
•  Measuring force 0.15 N 

Delivery

•  Fitted case

Dial test indicators DIN
2270

Magnetic indicator stands with central lock

0752 101 0752 103

Model

• Column / Arm:
    - 0752 101 steel, chrome finished
    - 0752 103 aluminium, anodized
• Switch magnetic base V-groove
• Central magnetic clamping system
• Combi clamp: Ø 8 mm for dial 

gauges, swallow tail clamp for dial 
test indicators 

• Intergrated fine adjustment 

Delivery

• Cardboard box

Projection Column height Column dia. Base dimensions Magnetic force Order. No. Price
mm mm mm mm N NOK
260 310 10 70 x 46 x 65 600 0752 101 1.780
320 370 18 70 x 46 x 65 600 0752 103 2.275

Clamping shanks for dial test indicators

Model

• With swallow tail mounting for  
 dial test indicators and   
 clamping nut

Diameter Order no. Price
 N  NOK

4h6 0715 903 150
8h6 0715 907 150



5 mm  
per revolution
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Digital micrometers IP65 
Linear 5 mm pitch

Measuring range Pitch Spindle dia. Thimble dia Error limit Order. No. Price
mm inch mm mm mm mm NOK

0 - 25 0 - 1 5 6,5 21 0.002 1866 610 4.191
25 - 50 1 - 2 5 6,5 21 0.002 1866 613 4.809
50 - 75 2 - 3 5 6,5 21 0.003 1866 617 6.046
75 - 100 3 - 4 5 6,5 21 0.003 1866 620 6.540

Model

• Reading: 0,001 mm / .00005 inch
• Protection class IP65
• LCD display 10 mm
• Rapid drive
• Carbide measuring faces
• Spindle stainless, hardened and smoothed
• Frame lacquered
• Thermally insulated
• Factory standard

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock) 
• Set to zero at any point
• mm / inch switching
• ABS (display can be set to zero 

without losing the Preset value)
• Hold
• ORIGIN (Preset value)
•  Variable data output (1866) 

USB + Digimatic

Delivery

• Plastic case
• From measuring range 25 mm 

upwards includes a setting standard

IPIP 6565

Holder for external micrometers

Model

• With heavy cast iron base
• Vertically rotating and lockable

Delivery

• Cardboard box

Measuring range Order. No. Price
mm NOK

0 - 300 0807 101 692

NEW
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Delivery

• Includes 4 extermal micrometers
• Incl. setting gauges 
    25 + 75 mm or
    125 + 175 mm
• Wooden case

Set of external micrometers DIN
863-1

Measuring range Pitch Spindle dia. Thimble dia. Order. No. Price
mm mm mm mm NOK

0 - 100 0.5 6.5 17.5 0806 540 3.400
100 - 200 0.5 6.5 17.5 0806 542 7.480

External micrometers DIN
863-1

Model

• DIN 863-1
• Reading 0.01 mm
• Reading parts are satin 
    chrome finished
•   Locking lever
• Ratchet stop

• Carbide measuring 
faces

• Thermally insulated
• Coated steel frame

Delivery

• Plastic case
• From measuring range 

25 - 50 mm upwards 
includes a setting 
standard

Measuring range Pitch Spindle dia. Thimble dia. Error limit Order. No. Price
mm mm mm mm mm NOK

0 - 25 0.5 6.5 17.5 0.004 0806 521 569
25 - 50 0.5 6.5 17.5 0.004 0806 522 915
50 - 75 0.5 6.5 17.5 0.005 0806 523 1.125
75 - 100 0.5 6.5 17.5 0.005 0806 524 1.298
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Internal micrometers cylindrical version DIN
863-4

Model

• DIN 863-4
• Reading 0.01 mm
• Reading parts are satin chrome finished
• Carbide measuring faces dia. 6 mm,

spherical lapped
• From measuring range 100 - 125 mm

with thermal insulation
• From measuring range 100 - 125 mm

with locking ring

Delivery

• Wooden case

Measuring range Thimble dia. Pitch Error limit Order. No. Price
mm mm mm μm NOK

25 - 30 15 0.5 4 0888 501 1.978
30 - 35 15 0.5 4 0888 502 1.978
35 - 50 15 0.5 4 0888 503 1.978
50 - 75 16 0.5 5 0888 504 2.065
75 - 100 17 0.5 5 0888 505 2.139
100 - 125 20 0.5 6 0888 506 2.386
125 - 150 20 0.5 6 0888 507 2.448
150 - 175 20 0.5 7 0888 508 2.535
175 - 200 20 0.5 7 0888 509 2.633
200 - 225 20 0.5 8 0888 510 2.708
225 - 250 20 0.5 8 0888 511 2.782
250 - 275 20 0.5 9 0888 512 2.881
275 - 300 20 0.5 9 0888 513 2.992
300 - 325 20 0.5 10 0888 514 3.103
325 - 350 20 0.5 10 0888 515 3.177
350 - 375 20 0.5 11 0888 516 3.313
375 - 400 20 0.5 11 0888 517 3.388
400 - 425 20 0.5 12 0888 518 3.511
425 - 450 20 0.5 12 0888 519 3.623
450 - 475 20 0.5 13 0888 520 3.709
475 - 500 20 0.5 13 0888 521 3.796

Conical measuring faces  
available upon request



11

DIGI-MET® Set of 3 point internal micrometers

Model

•  DIN 863-4
•  Reading: 0.001 mm / .00005 inch
•  Protection class IP52
•  LCD display 8.5 mm
•  Ratchet stop
•  For through holes

Functions

•  ON / OFF
•  Set to zero at any point
•  mm / inch switching
•  ABS (display can be set to zero 
    without losing the Preset value)
•  Quick-Lock (key lock)
•  PRESET-Function 
 (setting a numerical value)
•  Variable data output RS 232 + 
 Digimatic + USB

DIN
863-4 IPIP 5252

Measuring range Error limit Heads Order. No. Price

mm μm incl. NOK
6 - 12 4 3 1923 574 21.896
12 - 20 4 2 1923 576 19.324

Set of 3 point internal micrometers DIN
863-4

Model

• DIN 863-4
• Reading 0.001 mm*
• Reading 0.005 mm
• Reading parts are satin chrome finished
• Pitch 0.5 mm
• Carbide tipped measuring pins  

from measuring range 12 mm
• Ratchet stop

Delivery

• Plastic case
• Setting ring inclusive
• Calibration certificate for ring and device

Extensions for 3 point internal micrometers

Measuring range Thimble dia. Number of devices Order. No. Price
mm mm mm NOK

6 - 12 16 3 1920 574 13.921
12 - 20 16 2 1920 576 9.767
20 - 50 25 4 1920 578 24.097
50 - 100 25 4 1920 580 28.783

Model

• Suitable for devices 1920, 
1921, 1923 and 1924

Measuring range Length Order. No. Price
mm mm NOK

6 - 12 75 1920 910 1.137
12 - 20 75 1920 914 1.212
20 - 30 150 1920 920 1.273
30 - 200 150 1920 924 1.533

Inclusive!
Supplied with a calibration certifi

cate

      INCLUDES INITIAL CALIBRATION

Delivery

• Plastic case
• Incl. setting ring
• Certificate for setting ring  

and micrometer

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

Inclusive!
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Machine levels

Model

• DIN 877
• V-groove in the base
• Longitudinal level grinded and 

graduated
• Transverse level
• Thermally insulated

Delivery

• Case

DIN
877

Measuring range Number of
 devices Description Order. No. Price

mm mm NOK
0.25 - 6 24 Metric threads according to ISO 0605 101 110
0.4 - 7 20 Combined metric threads according to SI system 0605 102 110
4 - 62 28 Whitworth threads according to DIN 0605 103 110
8 - 28 6 Whitworth pipe threads 0605 104 110

0.4 - 7.0 / 4 - 62 48 Combined metric SI and Whitworth threads 0605 105 110
0.25 - 6.00 / 4 - 62 52 Combined metric and Whitworth 0605 106 110

0.25 - 6.00 / 4 - 62 / 8 - 28 58 Metric Whitworth and pipe threads 0605 107 110
4 - 42 30 US - threads 0605 108 110
10 - 40 14 US - threads SAE 0605 109 110
4 - 64 22 UNC - threads 0605 110 110
12 - 80 16 UNF - threads 0605 111 110
4 - 26 20 BSF - threads 0605 112 110

Length Order. No. Price
mm NOK

Reading 0.02 mm/m
160 0550 021 3.289
200 0550 022 3.610
250 0550 023 3.932
300 0550 024 4.253

Reading 0.1 mm/m
160 0550 101 2.324
200 0550 102 2.646
250 0550 103 2.967
300 0550 104 3.289

Reading 0.3 mm/m
160 0550 131 1.805
200 0550 132 2.127
250 0550 133 2.448
300 0550 134 2.769

Screw pitch gauges

ISO tolerance indicator - Tolerator 

Model

• For direct reading of all standard 
information for determining of threads

• Plastic housing

Base dimensions Order. No. Price
mm NOK

60 x 30 x 110 0582 120  754   

ISO thread converter - Filetor 

Model

• For direct reading of all standard 
information for determining of threads

• Plastic housing

Base dimensions Order. No. Price
mm NOK

60 x 30 x 110 0582 110 754   
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Measuring range Repeatability Measuring depth Measuring pins Measuring discs Order no. Price
mm  mm mm pcs pcs  NOK

Fixed measuring pins, hardened special steel, interchangeable contact pins carbide tipped
18 - 35 0.5 110 9 2 0728 105 4.884
35 - 60 0.5 138 7 2 0728 106 4.748
50 - 100 0.5 177 11 3 0728 107 5.428
100 - 160 0.5 234 7 4 0728 108 7.567
160 - 290 0.5 234 7 4 0728 109 10.917
280 - 510 1.5 400 7 4 0728 110 25.766

Fixed measuring pins and interchangeable contact pins, both pins are carbide tipped
4.5 - 6 0.5 80 9 - 0728 201 12.450
6 - 8 0.5 100 7 - 0728 202 8.902
8 - 12 0.5 100 9 - 0728 203 8.296
12 - 20 0.5 110 9 1 0728 204 5.761
18 - 35 0.5 110 9 2 0728 205 5.823
35 - 60 0.5 138 7 2 0728 206 5.551
50 - 100 0.5 177 11 3 0728 207 6.491
100 - 160 0.5 234 7 4 0728 208 8.444
160 - 290 0.5 234 7 4 0728 209 11.177
280 - 510 1.5 400 7 4 0728 210 26.372

Internal precision bore gauges for large  
and deep bores

Model

• 2 point comparator measuring 
instrument with split probe + 
measuring pin

• Centering plate
• Mounting hole Ø 8 mm
• Ideal in conjunction with dial 

gauges or dial comparator 
gauges

Delivery

• Wooden case

Special extensions for Internal precision  
bore gauges

ON REQUESTAVAILABLE



Parallel steel gauge block sets

Model

• EN ISO 3650
• Special steel, hardened

Delivery

• Wooden Case

14

Number of devices Max. nominal size Increment Order. No. Price
mm mm NOK

Tolerance class 1

47

1.005
1.01 - 1.09
1.11 - 1.19
1.1 - 1.9
1.0 - 9.0

10.0 - 100.0

-
0.01
0.1
1.0
10.0

-

660 0633118 8.692

Model

• Hardened carbon steel 
• Width 12.7 mm
• Length 5 m
• Tape from 0.08 mm upwards 

marked with dimensions

Set of feeler gauge tapes in wallholder

• Refillable with selected 
feeler gauges

• Wall holder made of steel, gloss 
coated

• With size labels

Delivery

• With holder and mounting fittings

Base dimensions Measuring range Number of boxes Order. No. Price
mm mm mm NOK

330 x 100 x 110 0.01 - 0.25 15 0611 180 1.818
330 x 210 x 220 0.3 - 1 15 0611 190 2.055

INOX
330 x 100 x 110 0.01 - 0.25 15 0612 180 2.382

Supplied with a calibration certifi
cate

      INCLUDES INITIAL CALIBRATION

PROMOTION 

PRICES
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Magnetic measuring and clamping  
prisms

Model

• Flatness, parallelism and symmetry
tolerance 0.004 mm

•  Right-angled tolerance 0.01 mm

•  Magnet can be switched ON/OFF
• Magnetic force 600 N
•  Grinded in pairs

Dimensions For shaft dia. Order No. Price
 mm mm EUR

Special steel, hardened
71.5 x 45 x 70 2 - 40 0527 109 6.800
80 x 67 x 99 6 - 66 0527 110 10.608
100 x 67 x 96 6 - 70 0527 111 13.736

Height and scribing gauges

Model

• Measuring beam is made of
stainless steel

•  Parallax-free reading
• Setting screw
•  1) Fine adjustment

and setting with pinion
•  Steel base with dirt grooves
•  Scribing possible from base plate level
• Carbide tipped scriber

75 mm
•  Factory standard

Functions (digital)

•  Set to zero at any point
•  mm / inch switching
•  PRESET

(setting a numerical value)
•  Hold
•  ABS (Display can be set to zero without

losing the Preset value)
•  Reversal of counting

direction
•  Factor input
•  Data output

Proximity USB + RS232
•  LCD display 11 mm

Measuring range Reading Base dimensions Rail cross-section Order No. Price
 mm mm  mm  mm EUR

0 - 300 0.01 145 x 90 x 44 30 x 12 6600345 722 7.214
0 - 600 0.01 189 x 118 x 44 30 x 12 6600345 730 9.631

 0 - 1000 0.01 189 x 118 x 44 30 x 12 6600345 734 12.982
Analog - with pinion

0 - 300 0.02 145 x 90 x 44 30 x 12 6600347 522 6.411
0 - 600 0.02 189 x 118 x 44 30 x 12 6600347 530 8.704
0 - 1000 0.02 189 x 118 x 44 30 x 12 6600347 534 11.647

1)

2)

2)

Supplied with a calibration certifi
cate

INCLUDES INITIAL CALIBRATION



All mentioned prices exclude the statutory value added tax (V.A.T.) • We reserve the right to make price changes and alterations to our products. All details are vaild at the time of going to press and 
subject to change. • No part of this promotion may be reproduced and/or duplicated, stored in a retrieval system, transmitted in any form or by means of electronic, mechanical, recording or otherwise, 
without the expressed prior written permission of Alf I. Larsen AS.

Tel: 51 44 35 00 | post@ail.no

Measuring range Jaw length Reading Error limit Order. No. Price
mm inch mm inch mm inch mm NOK

0 - 300 0 - 12 90 3.5 0.01 .0005 0.03 660 0228701 6.018
0 - 500 0 - 20 150 6.0 0.01 .0005 0.03 660 0228702 8.455
0 - 800 0 - 31 150 6.0 0.01 .0005 0.08 660 0228703 12.182
0 - 1000 0 - 39 150 6.0 0.01 .0005 0.08 660 0228704 14.218

Model

• To reduce weight. both, the slide and beam are made of alu
minium, with a hard anodized surface coating (1100 HV)

•  Measuring faces are made of hardened stainless steel
•  Factory standard
•  Smoother, more even movement due to the double V-guide
•  LCD display
•  Locking screw
• Knife points

Delivery

• Cardboard box

DIGI-MET® Workshop calipers lightweight

Model

• To reduce weight. both, the slide and beam are made of aluTT
minium, with a hard anodized surface coating (1100 HV)

i g faces are made of hardened stainless steel

nt due to the double V-guide

DIGI-MET® Wo

Functions

• ON / OFF
• QuickStart
• QuickLock (key lock)
• Set to zero at any point
• mm / inch switching
• PRESET-Function

(setting a numerical value)
• Variable data output RS232

+ Digimatic + USB

Supplied with a calibration certifi
cate

INCLUDES INITIAL CALIBRATION

Measuring range up to 2000 mm available upon request
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