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TALADROS Y ROSCADORAS S.L.U. 

Hardened and grounded gears 

First quality materials 

100%  Made in Spain 

2 years guarantee 

Voltage and frequencies fitting customer needs 

Spare parts delivery in 24 hours 

Spare parts supplying guaranteed for at least  

10 years  

NEW MAINTENANCE SERIES 

PREM
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QUALI
TY IN

 A 
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TIVE
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NEW MAINTENANCE SERIES 

Adapting to our customer’s needs, in ERLO Taladros y Roscadoras S.L.U. we have created a 

new drilling machines’ range which is focused in maintenance jobs. Versatile, robust and    

reliable drilling machines which are able to do accurately any required job in your workshop. 

WHY ERLO MAINTENANCE :  

Because even for occasional drilling operations the reliability of an expert is needed. 

Because our machine are Spanish Made, and we can assure the delivery of spare parts in 24 

hours and for at least 10 years. 

Because our drilling machines have a 2 years guarantee 

Because the materials we use in our machines are first quality and fulfilling CE Norms 

Because we can prepare the machine with the voltage and frequency you need. 

Because like every ERLO drilling machine, THIS MACHINES ARE MADE FOR A WHOLE LIVE. 

 

* The technical assistance and spare parts service are managed by our sister company IRSAT   

TALADROS S.L.U. (ERLO GROUP). 

GROUP 
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* Available additional equipment and accessories on the last page 

MG: Rotating table  R: Coolant system 
MG+R: Rotating table 

and coolant system 

 Ø 32mm M 20 1,8/3,2 CV CM3 120 mm 100 mm 250 mm 

3.667
 € 

Characteristics V-32 
  Max drilling capacity in steel of 70 kg. ø mm.             32 
  Max drilling capacity in Casting Iron 200 Br. ø mm. 35 
  Max taping capacity in steel of 70 kg. mm. M 20 

  Max taping capacity in Casting Iron 200 Br. mm. M 24 
  Morse Taper  Nº. 3 

  Max drilling depth mm. 120 

  Max taping depth mm. 90 

  Drilling feed   Manual 

  2 speeds motor power HP. 1,8 / 3,2 

  Transmission   V-Belt 

  Number of Speeds   10 

  Speed ranges with 1500/3000 rpm 50 Hz 3Ph. motor  rpm. 245-355-490-710-835-1240-1670-2000-2480-4000 

  Table dimensions  (LxA) mm. 300x270 

  Column diameter mm. 100 

  Distance Spindle-Column mm. 250 

  Distance Spindle-Table mm. Min. 85 / Max. 635 

  Distance Spindle-Base mm. 1.195 

  Approx Net Weight Kg. 260 

  Gross Weight (packaging included) Kg. 320 
  Packaging volume m3 . 1,03 

Standard equipment 
 Scale and adjustable depth end  Turning sense selector 

 Automatic tool ejector  Electrical equipment integrated in the head 

 Low voltage electric equipment  Drill guard with stop micro-switch 
 V-Belt cover with stop micro-switch  Table with "T" slots 
 Emergency push button   CE Norms 

V‐32 

V‐Belt Drive 

 

Manual drilling feed   
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MG: Rotating table  R: Coolant system 
MG+R: Rotating table 

and coolant system 

 Ø 32mm M 22 2,5/3,5 CV CM3 120 mm 100 mm 250 mm 

3.962
 € 

Characteristics G-32 
  Max drilling capacity in steel of 70 kg. ø mm.             32 

  Max drilling capacity in Casting Iron 200 Br. ø mm. 35 

  Max taping capacity in steel of 70 kg. mm. M 24 

  Max taping capacity in Casting Iron 200 Br. mm. M 27 
  Morse Taper Nr Nº. 3 

  Max drilling depth mm. 120 

  Max taping depth mm. 90 

  Drilling feed   Manual 

  2 speeds motor power HP. 2,5 / 3,5 

  Transmission   Gear box 

  Number of Speeds   8 

  Speed ranges with 1500/3000 rpm 50 Hz 3Ph. motor  rpm. 65-125-185-365-540-1055-1560-3060 

  Table dimensions  (LxA) mm. 300x270 

  Column diameter mm. 100 

  Distance Spindle-Column mm. 250 

  Distance Spindle-Table mm. Min. 85 / Max. 635 

  Distance Spindle-Base mm. 1.170 

  Approx Net Weight Kg. 260 

  Gross Weight (packaging included) Kg. 320 
  Packaging volume m3 . 1,03 

Standard equipment 
 Scale and adjustable depth end  Turning sense selector 

 Automatic tool ejector  Electrical equipment integrated in the head 

 Low voltage electric equipment  Drill guard with stop micro-switch 

 Magnetothermic stop micro-switch  Table with "T" slots 

 Emergency push button   CE Norms 

G‐32 

Hardened and grounded 

gears 

 

Manual drilling feed 

* Available additional equipment and accessories on the last page 
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MG: Rotating table  R: Coolant system 
MG+R: Rotating table 

and coolant system 

 Ø 32mm M 22 2,5/3,5 CV CM3 120 mm 100 mm 250 mm 

4.593
 € 

Characteristics GP-32 
  Max drilling capacity in steel of 70 kg. ø mm.             32 

  Max drilling capacity in Casting Iron 200 Br. ø mm. 35 

  Max taping capacity in steel of 70 kg. mm. M 24 

  Max taping capacity in Casting Iron 200 Br. mm. M 27 
  Morse Taper Nr Nº. 3 

  Max drilling/taping depth mm. 120 / 90 

  Drilling feed   Automatic 

  Feed number and range    (2) 0,10 - 0,20 

  2 speeds motor power HP. 2,5 / 3,5 

  Transmission   Gear box 

  Number of Speeds   8 

  Speed ranges with 1500/3000 rpm 50 Hz 3Ph. motor  rpm. 65-125-185-365-540-1055-1560-3060 

  Table dimensions  (LxA) mm. 300x270 

  Column diameter mm. 100 

  Distance Spindle-Column mm. 250 

  Distance Spindle-Table mm. Min. 85 / Max. 635 

  Distance Spindle-Base mm. 1.170 

  Approx Net Weight Kg. 260 

  Gross Weight (packaging included) Kg. 320 
  Packaging volume m3 . 1,03 

Standard equipment 
 Scale and adjustable depth end  Turning sense selector 
 Automatic tool ejector  Electrical equipment integrated in the head 
 Low voltage electric equipment  Drill guard with stop micro-switch 

 Magnetothermic stop micro-switch  Table with "T" slots 

 Emergency push button   CE Norms 

GP‐32 

* Available additional equipment and accessories on the last page 

Hardened and grounded 

gears 

 

Automatic drilling feed 



MGI: Rotating and 
tilting table 

R: Coolant system  MGI+R: Rotating and 
tilting table and coolant 
system 

 Ø 40mm M 30 1,8/3,2 CV CM4 160 mm 125 mm 300 mm 

5.740
 € 

Characteristics GP-40 
  Max drilling capacity in steel of 70 kg. ø mm.             40 

  Max drilling capacity in Casting Iron 200 Br. ø mm. 44 

  Max taping capacity in steel of 70 kg. mm. M 30 

  Max taping capacity in Casting Iron 200 Br. mm. M 32 
  Morse Taper Nr Nº. 4 

  Max drilling/taping depth mm. 160 

  Drilling feed   Automatic 

  Feed number and range    (3) 0,10 - 0,20 - 0,30 

  2 speeds motor power HP. 1,8 / 3,2 

  Transmission   Gear box 

  Number of Speeds   8 

  Speed ranges with 1500/3000 rpm 50 Hz 3Ph. motor  rpm. 75-150-235-325-470-650-1050-2100 

  Table dimensions  (LxA) mm. 400x420 

  Column diameter mm. 125 

  Distance Spindle-Column mm. 300 

  Distance Spindle-Table mm. Min. 70 / Max. 885 

  Distance Spindle-Base mm. 1.230 

  Approx Net Weight Kg. 305 

  Gross Weight (packaging included) Kg. 405 
  Packaging volume m3 . 1,40 

Standard equipment 
 Scale and adjustable depth end  Turning sense selector 

 Automatic tool ejector  Electrical equipment integrated in the head 

 Low voltage electric equipment  Drill guard with stop micro-switch 

 Magnetothermic stop micro-switch  Table with "T" slots 

 Emergency push button   CE Norms 

GP‐40 

* Available additional equipment and accessories on the last page 

Hardened and grounded 

gears 

 

Automatic drilling feed 
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MGI: Rotating and tilting 
table as standard equipment 

R: Coolant system 

 Ø 50mm M 35      4 CV CM4 180 mm 150 mm 350 mm 

7.522
 € 

Characteristics GP-50 
  Max drilling capacity in steel of 70 kg. ø mm.             50 

  Max drilling capacity in Casting Iron 200 Br. ø mm. 54 

  Max taping capacity in steel of 70 kg. mm. M 35 

  Max taping capacity in Casting Iron 200 Br. mm. M 37 
  Morse Taper Nr Nº. 4 

  Max drilling/taping depth mm. 180 

  Drilling feed   Automatic 

  Feed number and range    (3) 0,10 - 0,18 - 0,24 

  Motor power HP. 4 

  Transmission   Gear box 

  Number of Speeds   8 

  Speed ranges with 1500/3000 rpm 50 Hz 3Ph. motor  rpm. 93-152-204-298-443-695-970-1420 

  Table dimensions  (LxA) mm. 480x480 

  Column diameter mm. 150 

  Distance Spindle-Column mm. 350 

  Distance Spindle-Table mm. Min. 95 / Max. 865 

  Distance Spindle-Base mm. 1.220 

  Approx Net Weight Kg. 435 

  Gross Weight (packaging included) Kg. 565 
  Packaging volume m3  . 1,55 

Standard equipment 
 Scale and adjustable depth end  Turning sense selector 

 Automatic tool ejector  Electrical equipment integrated in the head 

 Low voltage electric equipment  Drill guard with stop micro-switch 

 Magnetothermic stop micro-switch  Table with "T" slots 

 Emergency push button   CE Norms 

GP‐50 

* Available additional equipment and accessories on the last page 

Hardened and grounded 

gears 

 

Automatic drilling feed 
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  NEW MAINTENANCE SERIES 

Optional Equipment 

R: Cooling Light   

Optional Accessories Price / € 
 Lighting equipment 160 

 Cooling equipment 445 

 MG: Rotating table (Only for V-32, G-32 y GP-32 models) 195 

 MGM: Reversible rotating and tilting table with vice (Only for GP-40 model) 895 

 IR/RS: Turning for tapping  499 

 Rotating vice CH-2G 1.038 

 Quick lock drill chuck with Morse taper adapter shank (Capacity from 1 to 16 mm) 132 

 Non reversible tap holder PNR 3/16 1.021 

 MGI: Rotating and tilting table (Only for GP-40 model) 341 

 MFM: Reversible tilting table with vice (Only for V-32, G-32 y GP-32 models) 505 

 Fixed vice CHE-120 400 

IR/RS: Turning for tapping 

Drill chuck  Rotating vice CH2.G  Fixed vice CHE‐120 Tap holder 

MG: Rotating table 
(only for V‐32, G‐32 and 

GP‐32 models) 

MGI: Rotating and tilting 
table (Only for the model 

GP‐40) 

MFM: Reversible tilting 
table with vice (for all 32 

models) 

MGM: Reversible rotating 
and tilting table with vice 

(only for GP‐40 model) 


